
DSM

DSM

SAL

AS SHOWN

13127

C9.5
OCT. 4, 2019

SEWER DETAILS

BLACKROCK
CONSTRUCTION, LLC

HAYSTACK
CROSSING

SHELBURNE FALLS ROAD
VERMONT ROUTE 116

HINESBURG, VERMONT 05461

HAYSTACK
CROSSING, LLC

c/o JOSEPH BISSONETTE

A

C

CIVIL  ENGINEERING  ASSOCIATES,  INC.

E

10 MANSFIELD VIEW LANE,   SOUTH BURLINGTON,  VT  05403
802-864-2323      FAX:  802-864-2271      web:  www.cea-vt.com
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LOW PRESSURE FORCEMAIN LATERAL CONNECTION

REVISED 10/17/2014SWR-010S
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THRUST BLOCK -
18" SQ. x 6" THICK

1" WASHED GRANULAR
BACKFILL AS REQ'D TO
SUPPORT VALVE & CAN

2" RED/WHITE BALL VALVE,
MODEL 5044F, OR APPROVED

EQUAL, w/ T-HANDLE

CAST IRON VALVE BOX w/
COVER STAMPED "SEWER"

EJIW 8550 SERIES

6" GRANULAR BEDDING &
12" GRANULAR BACKFILL

X"x2" SCH. 40 PVC
WYE & 45° ELBOW

SCH. 80 PVC LPFM
SEWER "COLLECTION

FORCE MAIN"

2" SCH. 40 PVC2" SCH. 40 PVC

60
" 

(M
IN

.)

N.T.S.

SEWER SERVICE CONNECTION

REVISED 08/01/2014SWR-003

PLANELEVATION

FLOW

USE 4"x8' PVC PIPE TO MARK
LOCATION AND DEPTH OF
SERVICE CONNECTION.  EXTEND
FROM PLUG TO 6" MIN. ABOVE
FINISH GRADE.

- CONTRACTOR TO PROVIDE 3 LOCATION TIES TO
END OF LATERAL TO BE INCLUDED ON "AS-BUILT"
DRAWINGS. (IF CONSTRUCTION IS NOT
CONCURRENT WITH LATERAL)

- SEE TYPICAL TRENCH FOR BEDDING AND
BACKFILL REQUIREMENTS.

4" 22 12° OR 45°  ELBOW
ROTATED AS REQUIRED

SEWER MAIN

EXISTING
SEWER MAIN

4" 22 12° OR 45°  ELBOW
ROTATED AS REQUIRED

4" MIN. SDR 35 PVC SEWER
SERVICE, CONTINUE AS PER
PLAN AND INSTALL PVC
CAP. SEE SITE PLAN FOR
SLOPE AND ELEVATIONS
(MIN. SLOPE = 1/4" PER FT.)

45°  WYE SADDLE CONNECTION
(COORDINATE PREFERRED
CONNECTOR w/PUBLIC
WORKS DEPARTMENT)

(@ EXISTING SEWER MAIN)

STAINLESS
STEEL CLAMP
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N.T.S.

SEWER SERVICE CONNECTION

REVISED 08/01/2014SWR-002

PLANELEVATION

FLOW

USE 4"x8' PVC PIPE TO MARK
LOCATION AND DEPTH OF
SERVICE CONNECTION.  EXTEND
FROM PLUG TO 6" MIN. ABOVE
FINISH GRADE.

PROPERTY LINE
OR EASEMENT
BOUNDARY

- CONTRACTOR TO PROVIDE 3 LOCATION TIES TO
END OF LATERAL TO BE INCLUDED ON "AS-BUILT"
DRAWINGS. (IF CONSTRUCTION IS NOT
CONCURRENT WITH LATERAL)

- SEE TYPICAL TRENCH FOR BEDDING AND
BACKFILL REQUIREMENTS.

4" 22 12° OR 45°  ELBOW
ROTATED AS REQUIRED

SEWER MAIN

SEWER MAIN

45° WYE

4" 22 12° OR 45°  ELBOW
ROTATED AS REQUIRED

4" MIN. SDR 35 PVC SEWER
SERVICE, CONTINUE AS PER
PLAN AND INSTALL PVC
CAP. SEE SITE PLAN FOR
SLOPE AND ELEVATIONS
(MIN. SLOPE = 1/4" PER FT.)
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68 RANDALL STREET
SOUTH BURLINGTON, VT 05403

68 RANDALL STREET
SOUTH BURLINGTON, VT 05403

11/22/19 DSM TOWN RESUBMITTAL

1/10/20 DSM UPDATE PER TOWN COMMENTS

3/4/22 DSM REV. PER CONDITIONS OF APPROVAL
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