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ELECTRICAL TRENCH - PRIMARY
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ELECTRICAL CABLE MARKING
TAPE SHALL BE PLACED 8" TO
12" BELOW FINISH GRADE

APPROVED BACKFILL
THOROUGHLY COMPACTED
IN 8" LIFTS

TELEPHONE

CABLE

MIN. 4" SAND OR FINE
GRAVEL ON ALL SIDES
OF CONDUIT

ELECTRICAL CONDUIT

24" MIN.

40
" 

M
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.

CONDUIT SHALL BE ENCASED IN A 4" ENVELOPE OF CONCRETE
UNDER THE FOLLOWING CONDITIONS:

A. FOR INSTALLATION UNDER THE TRAVEL PORTION OF THE
ROAD.

B. WITHIN 10' OF WATER, SEWER, GAS AND DRAIN CROSSING.

N.T.S.

GAS LINE TRENCH DETAIL

REVISED 08/01/2014M-006M
-0

06
 G

as
 T

re
nc

h

GAS MARKING TAPE SHALL BE
12" BELOW FINISH GRADE

APPROVED BACKFILL
THOROUGHLY COMPACTED
IN 8" LIFTS

GAS PIPE

MIN. 6" SAND OR FINE
GRAVEL ON ALL SIDES
OF CONDUIT IN AREAS
OF ROCKY SOIL

24" MIN.

36
" 

M
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.

N.T.S.

ELECTRICAL TRENCH - SECONDARY

REVISED 08/01/2014M-008M
-0

08
 E

le
c 

Tr
en

ch
 S

ec
o

nd
ar

y

24
" 

M
IN

.

24" MIN.

12" MIN.

APPROVED BACKFILL
THOROUGHLY COMPACTED
IN 8" LIFTS

ELECTRICAL CABLE MARKING
TAPE SHALL BE PLACED 8" TO
12" BELOW FINISH GRADE

TELEPHONE

CABLE

MIN. 4" SAND OR FINE
GRAVEL ON ALL SIDES
OF CONDUIT

ELECTRICAL CONDUIT

ELEVATION
PLAN

3' BOLLARD
(4 TYP.)

N.T.S.

DUMPSTER ENCLOSURE
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20'-0" OPENING0.2

21'-0"

21'-6" (PAVED AREA)

3'-0" 5'-0" 5'-0" 3'-0"

STEEL POST (TYP.)

DOUBLE SIDED GATE

CHAIN LINK FENCE WITH
RED SLAT SCREENING OR
APPROVED EQUAL

SEE PARKING
SECTION DETAIL

8" CRUSHED
GRAVEL
STEEL POST

6" CRUSHED
GRAVEL AT
BOTTOM OF
POST

CONCRETE
FILL AROUND

POST (TYP.)

4'
-6

"
6'

-0
"

6"

6"

7'-0" O.C. (MAX.) 7'-0" O.C. (MAX.)
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POLE LIGHT BASE DETAIL
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3"

#3 TIES @ 12" O.C.

GALV. STEEL TO PVC
CONDUIT CONNECTOR

SCH 80 PVC FROM
POLE TO POLE w/
SEPARATE GROUND
WIRE

PAVEMENT
SURFACE

POLE AND LAMP AS PER
LIGHTING SCHEDULE

HAND HOLE w/ COVER

ANCHOR BOLTS &
TEMPLATE BY LIGHT

POLE SUPPLIER

BOLT OR CADWELD
GROUND WIRE TO POLE

FINISH GRADE

3
4" CONDUIT FOR #6

BARE COPPER
GROUND WIRE

(4) #5 VERTICAL

3
4"x10' COPPER WELD
GROUND ROD BOND

TO CONDUIT, BASE &
POLE

24" PRECAST LIGHT POLE BASE
(ROUND or TAPERED)
or 24" Ø (MIN.) CAST-IN-PLACE
- 5,000 psi @ 28 DAYS
- REINFORCING AS SHOWN

 2' MIN.

CURB

N.T.S.

POLE LIGHT DETAIL
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· FOREWARD THROW
15"x21" SQUARE
ALUMINUM FIXTURE w/
250w MH LAMP, DARK
BRONZE FINISH

· SPAULDING SE1-250M-FT
w/ PHOTOELECTRIC
CONTROL AND CUTOFF
SHIELD (OR APPROVED
EQUAL)

· FOREWARD THROW 18"x26"
SQUARE ALUMINUM FIXTURE w/
400w MH LAMP, DARK BRONZE
FINISH

· SPAULDING SE11-400M-FT w/
PHOTOELECTRIC CONTROL AND
CUTOFF SHIELD (OR APPROVED
EQUAL)

PAVEMENT SURFACE

NON-TAPERED SQUARE
ALUMINUM POLE - DARK
BRONZE FINISH

HAND HOLE w/ COVER

ANCHOR BOLTS &
TEMPLATE BY LIGHT

POLE SUPPLIER

SEE LIGHT POLE
BASE DETAIL

FINISH GRADE

N.T.S.

DOUBLE TRANSFORMER VAULT

REVISED 08/01/2014M-009M
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SECTION VIEW

PLAN VIEW

4" TYP.
BLOCKOUT

6" TYP.
WALL
THICKNESS

NOTES:

1. PENETRATION LOCATIONS AND SIZE TO BE COORDINATED WITH STOWE ELECTRIC.

2.RECESSED LIFTING EYES, #6 REBAR IN APPROX. 2.5"x6" SLOT (TYP. OF 8 PLACES).

3. OPENING SHOULD BE ON ROAD SIDE OF VAULT UNLESS OTHERWISE SPECIFIED.

12" 14'-0" (INSIDE) 12"

4'-0"7'-6"4'-6"

16"

60
"

1"

9"
 T

Y
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.

9" TYP.

18
"

50" 12"

0.6

9'
-0

"

12
"

7'
-0

" 
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SEE NOTE 2

12"Ø DRAIN HOLE
IN BOTTOM SLAB

11
2"Ø PVC SLEEVE

FOR PULLING EYE
(TYP. OF 4)

SEE NOTE 3

12"Ø DRAIN HOLE

5'
-0

"
8"

23
1 2"

6'
-4

"

8"

AASHTO H-10
LOADINGMAX. XFMR WT. 9,680 LBS.

18"x50" OPENING
16"x60"

OPENING

AASHTO H-10
LOADING

ALL CONCRETE:
MIN. 5,000 psi @
28 DAYS

11
2"Ø PVC SLEEVE FOR

PULLING EYE (TYP. OF 4)

3
4" CHAMFER

(TYP.)

STEEL BEAM
(TYP. OF 2)

· GRADE 60 STEEL
REINFORCING (NOT
SHOWN FOR CLARITY)

68 RANDALL STREET
SOUTH BURLINGTON, VT 05403

68 RANDALL STREET
SOUTH BURLINGTON, VT 05403

11/22/19 DSM TOWN RESUBMITTAL

1/10/20 DSM UPDATE PER TOWN COMMENTS

3/4/22 DSM REV. PER CONDITIONS OF APPROVAL
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